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It has that expensive, handcrafted, imported look . . . 

SOFA IN 


SWEDISH 



Both design and construction are simple, but fine proportions and careful work- 
manship make this a piece of distinguished quality . . . The wood is curly maple or other 
close-grained hardwood . . . the cushions are standard preformed sections of foam rubber 


T HE unique feature of this handsome 
sofa is its similarity to the popular 
Swedish Modern pieces which have 
been introduced into the United States in 
recent years. Simple, sturdy construction 
combined with careful shaping and finish- 
ing give this sofa a hand-worked quality 
found only in expensive custom or imported 
furniture. The rounded corners and set- 
back positions of the legs emphasize the 
simplicity of design and construction. The 
back support, arms and front rail are 
joined together into the continuous support. 
The back arm supports and back rail form 
a second continuous line. 

The sofa shown in the photographs was 
constructed entirely of carefully selected 
curly maple, since this wood and its beau- 
tiful grain pattern are well suited to 
clear finishing with lacquer. However, 
other close-grained hardwoods could be 
used. 


Begin construction by making a full-size 
layout of the arm section on paper or card- 
board. Draw it accurately from the di- 
mensions shown in the support assembly 
drawing. It’s a good idea to tack this pat- 
tern down on a flat wood surface and 
assemble the arm sections over it. Work 
directly from pattern to wood in full size. 
Dimensions shown are net sizes, so allow 
for sawing and planing. 

While laying out tapers on the arm 
supports, be sure to add 24” to ^ le length 
for the tenons. Th t~"->n on the rear sup- 
port can extend r 11 thj way across the end, 
but cut $4" fro the front of the tenon 
on the frort end of the arm. Make these 
tenons 24" thick, centered on the ends of 
the supports. Check the angles on the 
full-size pattern. Cut the mortises in the 
arms with the mortising attachment on 
the drill press. Now make a trial assem- 
bly of each arm section on top of the pattern 


and check the angles. Make a temporary 
clamp by securely nailing 1J4" x 1 Z" 
strips on the pattern along the line of the 
arm at the top. Use smaller pieces on both 
sides of the arm supports, but leave space 
for wedges between the ends of the sup- 
ports and the blocks. Apply glue to the 
joints, set the sections in place, and wedge 
tightly with hardwood wedges. When 
the glue is thoroughly set, remove the first 
section from the clamp and proceed with 
the second in the same manner. The use 
of one of the new quick-setting white glues 
will speed up operations by many hours. 

While the arm sections are in the clamp, 
work can proceed on the front and back 
support rails. These are 1 1 /\" thick and 
6 ft. long. The front rail is tapered on each 
£nd for a length of 15". Locate these points 
after jointing the entire piece to 3". The 
ends will be 2" wide after tapering. The 
base of the taper will locate the front 
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Seat and_ Back Assembly 


£'-\ s- 

Eft- Screws 

Locate Seat and Back. 
Corner Exactly Even, Mth, 
Outside Edge of Back. Rail 
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MODERN STYLE 



legs, as can be seen on the support assembly 
drawing. The back rail, also 1J4" thick, 
shows a finish face width of 2". Cut the 
board 2*4" wide, however, to allow for 
the 110° angle of the top outside corner. 
Use the back leg pattern to find the correct 
shape for the back rail. 

The next step in construction is to join 
the arm sections to the rails. Mark and 
drill the rail ends 1*4" deep for two $4" 
dowels. Locate the centers of the dowel 
holes *4" from the faces of the support rails. 
This is important, because the ends of 
the rails will be faired off to 1" to match 
the bottoms of the arm supports. Locate 
matching dowel holes in the arm supports, 
measuring from the outside, or facing, 
edges in order to coincide with the rail 
ends. Drill these holes 1" deep only. Cut 
eight pieces of dowel 2" long. Glue 
the dowels into the arm sections; then 
coat the joint and tap the arm sections onto 
the rails. Use long clamps to hold the as- 
sembly tight until the glue is well set. Use 
extra braces clamped on if necessary to 
hold the assembly square. 

While the support assembly is setting up, 
draw and cut the legs. Make the front 
legs 1J4” thick, and the back legs 1*4" 
thick. Drill body holes for No. 10 wood 
screws at locations shown and countersink 
( Continued on page 4+) 





Cushion Sizes 
2 " Core Stock Foam Rubber Glued 
to Form 4" Cushion - Use 2 pcs. .§/p 
24" * 75' for each cushion T<v 

OlF 
* * 

m y&> 

Seal Cushion Size 
After Compressio n 

2 3"* 72" f 

4‘*4i m 


Steps in Making Cushions 

C) Lay core stodc on floor with open 
cores up - Coat two core Sides 
with rubber cement - Let dry - 
WWith several helpers , lower one 
coated section onto the other — 
Start at one end - Proceed very 
Carefully as joints once made 
cannot be pulle d a park 



Standard preformed 
cushions may be used 
in place of foam — in 2 
or 3 cushion combinations 


d) Coat jomt all around edge 2z wide - 
A pply rubber- coated tape over j 0 / n t 
g) Back, cushion must be cut to 2/" width, 
before taping - Use knife in sawing mo- 
tion — Tape raw edge 

©Cover cushions with muslin , compressing 
to I 1 ' over indicated size 
© Cover with finish material - . Compress 
to finish size - Use 12" zippers on 
hidden long edges to permit removal - 


Li<]kt Lines Shoui 
Seat and Sack Assembly 


Support Assembly 

consists of arms, legs 
and support rads for. 
seat and back assembly 

make complete assembly 
except back support 
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Front Leq B<uck. Le.q 


Front Lecj 


L<iy Out Arm Sections Full Size - Cut and Assemble to pattern 


AH Members Rounded 
After Assembly 
Idith Seat and Back w 
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DO A THOUSAND JODS WITH THIS 


REQUIRES NO HOSES 
CORDS... COMPRESSORS 

Nozzle Adjusts From Mist to Stream . . . 
C0 2 Cartridge Provides J OOO Lbs. Pressure! 


Handiest home sprayer yet devised gives you excellent results. Abso- 
lutely safe C0 2 cartridges pressure sprays up to one 21 -ounce con- 
tainerful of enamels, flat paints, rubber base paints, insecticides, 
varnish, shellac, solvents . . . anything. Use portable Becker Spray 
Gun inside or out . . . makes painting fun for the whole family. Perfect 
for thoroughly coating hard-to-get-at corners, fences, porch furniture 
. . . eliminates messy hands and brushes. Lightweight cast aluminum 
head, sturdy tank, screw-on handle for easy cartridge insertion. Get 
your Becker Spray Gun today. Send $19.95 by check or money order 
to Dept. 585- J for immediate delivery. Shipped postpaid. 

10-Day Money Back Guarantee! 


SULUVAN-BECKER COMPANY • Kenosha, Wisconsin 




BARGAIN 

PRICES 


Over 3100 Ready Cut Selections 
FIR — FINE — BIRCH— PHIL. MAHOGANY 
AFR. MAHOGANY — WALNUT — OAK 
For Cabinets, Furniture, Wallpanels, Repairing 
NOMINAL SIZES AVAILABLE 
Widths: S"-12"-l(i"-18"-20"-24"-2S" 
30"-32"-3G"-48" 

Lengths: 12"-18"-24"-30"-3G"-48" 
60"-72"-96" 

ANY COMBINATION OF ABOVE 
WIDTHS AND LENGTHS IN 
thickness 

HARDWOOD LUMBER 

MONEY BACK GUARANTEE OF SATISFACTION 
PLYWOOD CENTER Established 7945 
217 N. Aberdeen St. Chicago 7, III. 



ONE EVENING 

PROJECTS 


GIFTS You Can COMPLETE in One Evening 


NINE BIG CHAPTERS show you how to make 
useful household items, distinctive gifts, things 
everybody wants: Lamps, Tobacco Jar, Ash Trays, 
Salt Shakers, Candlesticks, Desk Sets, Jewel Box, 
Serving Trays, Craft work Novelties, Sports, Games, 
Clothes Drier, Photo Frames and many, many more. 


Get YOUR COPY NOW. Send for the NEW 
book of 99 One Evening Projects, volume 2. 
(It costs less than 2< per project.) Order on a 
postal card today. When new book arrives, pay 
nostman SI. 95 plus C.O.D. postage. Write to 
Home Craftsman, 115 Worth Street, New York 13. 








it's easy to make turntables 
and revolving fixtures with... 


Corner cupboard 
"Lazy Susan" shelves 


TRIANGLE'S 


BALL 

BEARINGS 


Triangle's "flat-as-a-pancake" bearing simplifies assem- 
bling Lazy Susan trays, shelves and revolving fixtures 
of all kinds. Choice of 3", 6" or 12" sizes — only 
5/16" thick! All steel. Stamped and interlocked con- 
struction. Easy-rolling ball bearings can't come loose! 
If your dealer can't supply you, order direct: 3" size 
@ $1.00 each; 12 @ 60c each ... 6" size @ $1.60 
each; 12 @ $1.05 each . . . 12" size @ $4.00 each; 
3 for $10. Prepaid orders postpaid in USA, 
Satisfaction guaranteed! 

TRIANGLE MANUFACTURING COMPANY 


401 Division Street 


Oshkosh, Wisconsin 


Swedish Modern Sofa 

( Continued from page 23) 

with a iV' metal drill deep enough so that 
only 1" of wood is left beneath the screw 
head in each hole. Locate the legs on the 
rails after removing the assembly from 
the clamps. Drill 1" deep pilot holes in the 
rails for the screws. Coat the joints with 
glue and mount the legs with 2" No. 10 
fl a the ad screws. 

This completes the support assembly ex- 
cept for the back support. Wait until the 
seat and back assembly is in place before 
notching and securing the back support. 

The seat and back assembly can now be 
constructed. Begin by making the back 
seat rail. This is shown as detail A in 
the drawing. Select a straight, clear piece 
of wood for this member to avoid future 
twisting or warping. Dress the piece 
to 1 ^ 2 " x 3", then mark the angle as shown 
on the drawing. The critical measurements 
are the 1 slanted top face and the 108° 
angle which determines the slant of the 
back. Cut the faces off carefully and plane 
down to size. Next mark and cut for length. 
The exposed length is 5'-8", plus £4" long 
tenons on each end. Mark and cut these 
tenons l />” thick to the size shown in detail 
A. A J/ 2 " hole will be drilled later behind 
the tenon as shown, and a ^4" dowel in- 
serted through the end member of the 
back. 

The mortises for the back slats are cut at 
right angles to the slanted face, or 18° 
from vertical. Check the seat and hack 
assembly drawing for location of mortises. 
The center of the first mortise is 6iV' from 
the end of the rail. From here, centers are 
spaced 6jil". Lay these out lightly and 
make any adjustments necessary before 
drawing the final outlines for the mortises. 
Cut the mortises a little over deep. 

The end and top members for the seat 
and hack are all 1J4" x 2" sections, and 
can he made at one time without changing 
the saw and jointer for each piece. The 
sea't front may also he cut to thickness 
at the same time, although its width is 
2%". The seat end members are 23" long, 
with angles at both ends. The front angle 
is shown in detail B, and is a cut-hack of 
about This angle may he changed 

to suit individual taste, but should not he 
greater than a 1" cut-back. The angle at 
the hack must he 108° as in detail A. 

After cutting the seat ends to length, 
cut mortises to match the drawing. Keep 
the front mortise 1" from the end to pre- 
vent its cutting through the slanted por- 
tion. Cut it 1" deep. The rear mortise, 
which is Y\' deep, is cut to the end of the 
member as shown in detail A and the side 
projection drawing. 

The seat front is 5'-8" long, plus 1" 
tenons on the ends. Be sure to cut the tenons 
narrow — about 1J4" wide, or 1" from the 
front edge. 

Cut the hack end members next. The 
tops of these members will form J4" tenons 
1" long and 1J4" wide. This width should 
not be increased or the tenons may break 
through when rounding the corners of the 
back top member. The bottoms of the end 
members should be angled as shown in de- 
tail A. The joint at the bottom is made 
by drilling a J4" hole through the end 
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Exciting new way of decorating with fir 
plywood. Create bold, colorful designs by 
"weaving” slits in plywood with dowels or 
other inserts. Use for dramatic lighting effects, 
room dividers, fences, doors. Wonderful for 
remodeling, "do-it-yourself.” 

FREE BOOKLET — contains step-by- 
step instructions, ideas, design sugges- 
tions. See your lumber dealer or write 
(USA Only) Douglas Fir Plywood As- 
sociation, Dept. 179, Tacoma 2, Wash. 




NEW ENLARGED CATALOG FOR 
P ] 

| PLASTIC CARVERS! 



Hundreds of Items and Ideas — Fully 
Illustrated — Everything You Need to Get 
Started and Keep Going at Lowest 
Prices! 


Whether. you a| . e a j, ee j nm?r or cxper t craftsman, you 
hnvo.a copy of Cope’s New Catalog for Plastic 
V j ln crs ( It s the ONE source for everything you need 

in carving supplies — Plexiglas plaques, cubes and other 
shapes. Blanks for shellernft an«l engraving. Tools, drills, 
uycs, filler, findings, sheet stock, salvage material, Casto- 
lite Liquid Plastic, Screwdriver 
Handle Stock. You also get 
basic instructions for the novice 
plus an exciting a nay of ready- 
to-carve gift items. Mail 25<i IH 
(refundable) for catalog today] 


Send To- 
day f° r 

Caalog 

25* 


(refund- 

able) 


D. W. COPE PLASTICS 



YOU CAN START A 


>40 A DAY 
BUSINESS 

IN Ml SPARE TIKE 


Andy Phillips says: 
"MyBELSAWSharp 
Smith gives me big 
profits at low ex- 
pense-1 can run 
35 to 40 circular 
saws in an 8-hour 
day -that makes 
me $40 cash." 


I also get BIG EXTRA PROFITS ... up to $4 an hour 
by grinding planer and jointer knives - there’s always 
demand for this kind of work.” 

You can start this REPEAT CASH business in your 
own home or garage while you are working at your regu- 
lar )ob. Easy to operate.no experience needed. “Pays 
for itself from just 65 jobs.” — Harvey Jensen 

as down payment, you can get your 
BELSAW SHARP SMITH rushed to you. 


FREE book tells how 

YOU can start making money the very day 
your BELSAW SHARP SMITH arrives. 

Earns $4 to $5 an hour in your SPARE TIME 
sharpening and setting circular saws for 
builders, lumberyards, factories. ..Plus BIG 
EXTRA CASH, precision grinding planer 
and jointer knives, plane irons, wood chis- /— 
els and drill bits. Hundreds of jobs in your / r I 
own neighborhood. No extra equipment / 0Ui 
needed, no canvassing. Send today for 
your Free copy of "Life-Time Security.” 

BELSAW MACHINERY CO. 

1306 Field Building Kansas City II, Mo. 



member into the back seat rail. This also 
is shown clearly in detail A. These holes 
should be drilled after temporarily install- 
ing several hack slats to hold the back 
steady. This operation is described later. 

Cut the back top member to length, and 
mortise for the ends. These mortises will 
he x iy A " x 1" deep. This will allow 
24” clear at the end of the piece. Next 
mark the mortises for the back slats. These 
are set hack 24” from the face. Cut them 
a little over 24” deep. 

Now cut nine back slats 24” x 1/4” x 20", 
plus 24” long tenons at both ends. Note 
in detail C how the tenon positions are 
reversed. It’s very important to cut the 
slats identically, so each operation should 
be made as a mechanical set-up, with stops 
for cuts and tenons; and all pieces must 
go through the same operation with the 
same machine setting. This will not only 
assure identical pieces, but will save much 
time as well. 

After the slats have been completed, tap 
the two outside ones into place in the back 
seat rail. Now set the back top member 
in place and tap tight. Lastly, insert end 
members of the back into the back top 
member, and assemble the seat temporarily. 
Make sure all the joints are tight and 
square. Now clamp the end members to 



The clean, simple lines adapt to any decor 

the hack seat rail and drill through the 
ends and into the seat rail about 1". Locate 
the holes where the arm supports will cover 
them later. Measure this location from your 
full-size pattern. 

If the joints are satisfactory, assemble 
with glue. Do the seat members first and 
clamp them. Next tap the slats into place 
and set the back top member, with ends 
already in place, down on the slats. Be- 
gin at one end and work across, fitting the 
tenons to the mortises. Tap with a block 
and mallet until the joints are tight. Last 
of all, insert }4” dowels into the holes at 
the bottoms of the hack end pieces. Clamp 
the end pieces in after checking the angle 
with the seat end members. Clamp the 
entire assembly and allow the glue to set 
thoroughly before removing the clamps. 

Before connecting the two assemblies, the 
stretchers must he installed. Cut them ac- 
cording to the plan and clamp them in tem- 
porarily. Lift the seat and back assembly 
into place. Don’t force it down between the 
arms. If necessary, sand or plane off the 
ends to permit a sliding fit. When the 
hack corners line up as shown in the seat 
and back assembly drawing, check the 
stretchers for size. If they hold the seat 
front too high, the seat ends will not rest 
on the front support rail. Forcing the ends 
down will put a curve into the seat front. 
When you are satisfied that all joints 
are as they should be, clamp the seat to 
the support rails temporarily. Drill down 
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when you decorate your 
roof, porch, lawn or living room 
with these jolly figures 

They are bright, colorful, 
cheerful — and 30" to 40" 
high. You can buy the 
finished figures — or the 
figures that merely need 
painting — or you can 
make them yourself, from, 
start to finish. 

If you are a real do-it- 
yourselfer, you select the 
full-sizeEasi-Bild * Pattern 
and trace it onto a sheet 
of Homasote Type RD. 

The pattern gives you 
complete instructions for 
every step, including the 
painting, specifies all ma- 
terials. Your finished fig- 
ure can be used outdoors 
or in. (You can tack the 
Santa Claus onto the front 
door and put a sleigh in 
front of the Christmas 
tree, to hold the gifts.) 

From a single Santa Claus 
to a complete Nativity 
Scene (often a group proj- 
ect for a school, church 
or club) , you have a proj- 
ect that is worthwhile, 
satisfactory, and easy. 

Homasote is the oldest 
and strongest insulating- 
building board on the 
market. Type RD is 2 %2” 
thick, ideal for this purpose. The material 
saws and nails easier than wood, takes any 
paint or stain, lasts for years. 

For finished figures, for unpainted figures 
(together with painting instructions and the 
paints) , for the complete package of Easi-Bild 
Pattern, RD Homasote and paints — visit your 
local Homasote dealer. Or — use the coupon 
below to order any of the patterns, or secure 
the name of your nearest Homasote dealer. 

*T.M. Reg. Easi-Bild Pattern Company 

MAKE it at home . . . with HOMASOTE 

HOMASOTE CO., Dept. J-8, Trenton 3, N. J. 

I enclose for which send following patterns: 

□ Santa Claus-35* □ Reindeer-35* 

□ Jolly Snowmen-35* □ Sleigh-50* 

□ Nativity Scene— $3.00 □ Choir Boys-50* 

□ Send name of nearest Homasote Dealer 



NAME. 
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CITY ZONE... STATE. 


September-OCTOBER, 1955 
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SAVE UP TO 50% 
ON THESE TOOLS 


Take The Work Out Of Using 
Screws With The Sensational 

Supreme 
POWER DRILL 
SCREWDRIVER 
ATTACHMENT 

Fits all 
Drills 
P/4" and 
Larger 

Clamp this new unit in 
your drill-just like a bit, 
and see how fast and easy 
it runs every screw up tight! Light, compact and 
fool proof, this attachment is actually a screwdriver 
blade with a built-in clutch ... the spinning drill 
chuck drives the screw only when you press with 
drill. Release your pressure, and the friction clutch 
releases the screw end. Changeable blades included 
for either slotted head or Phillips screw, with Allen 
wrench and complete instructions. For screws up to 
3/16" (three sixteenths) diameter . . only $4.95. 
Also Heavier Duty model for screws to Va" diameter 
- only $6.95. 


29-Pc. Vanad. um 
Chrome 

DRILL SET 

Specially made for 
speed drilling. In 
sturdy indexed con- 
tainer. Finest alloy 
steel drills, hard- 
ened and precision 
ground to the sharpest, longest lasting cutting 
edge obtainable; will easily and cleanly bite 
through hardwoods, plastics, aluminum, iron 
and the toughest steels. Unconditionally guar- 
anteed for thousands of drillings. Full jobber- 
length. Sizes by 64ths from A" to Vi". There 
are only a limited quantity of sets available at 
this low price, so hurryl 

NOW 50 •9** Plus 50c handling-postage 


Also available with Turned Down 95 

Shanks to Fit all Va" drills. In 
individual pocket tool roll PP d. 


60-Pc. Set WIRE GAUGE 

DRILLS 

Nos. 1 to 60. Chrome Vanadium 

Steel, plus 35c pp. & hdlg. 

$4.95 

With Huot metal index 

$0.20 

plus 35c 
pp. & hdlg. 


10 Day Trial Guarantee 

Order direct! Sold on 10 day money back guar- 
antee. Send check or money. C.O.D. plus 
charges. Send order with name and address to: 


Scott-Mitchell House Inc., 


Dept. 5209, 611 Broadway, N. Y. 12 


Refinishers and Small Shops 

We specialize in filling orders for small 
amounts of quality wood finishing materials 
and supplies. Send for our catalog. 

GASTON FINISHES 

P. O. Box 446-C Bloomington, Indiana 




PREVENTS 
RUST! 

3-in-one, unlike most ordinary 
oils, actually prevents rust. No 
wonder 3 -in -one outsells all 
other home lubricants! 


3-IN-ONEfOIL 



through the seat ends on each side of the 
sofa into the front support rail. Counter- 
sink with a tb" metal drill, leaving 1" 
thickness of wood for the screw body. 
Use 2" No. 10 flathead screws. Turn the 
sofa over and drill the underside of the 
back support rail as shown in the drawing 
for five 1/4" No. 10 flathead screws. Turn 
the sofa over on its legs. 

Cut the back support now. It should he 
notched as shown in the support assembly 
drawings so that it fits around the back 
end. Be sure to get the angle to match 
the back of the slats. Clamp the piece 
temporarily and drill for a >4" dowel 
through the arm into the end of the back 
support. Drill each slat from the front 
for a 1*4" No. 8 flathead screw into the 
back support. Countersink with a drill 
for later plugging. Take the assemblies 
apart, glue, and reassemble them per- 
manently. Plug all exposed countersunk 
holes. 

After the glue is dry, make the 24" x 
24 " webbing strips and install them around 
the inside edge of the seat as shown in 
detail D. The distance between the spacers 
will be determined by the webbing. It is 
best to measure after purchasing the web- 
bing. The sofa shown in the photographs 
has four strips of webbing lengthwise and 
16 strips from front to back. There are 15 
spacer blocks on both front and back and 
four blocks on each end. Wait until the 
wood finishing has been completed before 
tacking the webbing on. 

With the strips in place, only the round- 
ing of the corners is left before sanding 
and finishing. Use a small block plane 
and wood rasp to take the corners down 
fast. All corners should have a fairly large 
radius, as shown in the photographs. After 
roughing down the corners, a portable 
disk or belt sander will complete the 
smoothing of all but the most inaccessible 
places. Finish by hand with the grain, 
using progressively finer grades of paper 
until a silky sheen develops and surface is 
free of all scratches. 

Spray or brush on the first of the finish 
coats. The sofa in the photographs was 
sprayed with clear lacquer, the first coat 
being clear lacquer sealer. Follow the 
manufacturer’s directions for finishing, but 
in general, one coat of clear sealer and at 
least four coats of water-clear lacquer will 
give a good finish. Wet-sand the final coat 
with No. 400A Wet-or-Dry finishing paper 
and rub down with rubbing compound. 
This finish should not be waxed for about 
two weeks to allow the lacquer time for 
curing. 

To tack on the webbing, follow detail D. 
Start at one end and tack all of the pieces 
on. Then go to the other end, stretch the 
webbing with a webbing stretcher, and 
tack down one after the other. The cross 
strips are done in the same manner, 
the strips being woven alternately as shown 
in the drawing. 

The cushions are made from standard 
preformed sections of foam rubber 24" x 
75" x 2". The preformed sections are 
bought in pairs and glued together as 
shown in the drawing. The edges of these 
sections are ctfrved, and the centers are 
crowned about 2}4" high. 

Follow the covering directions in the 
drawing carefully. Compressing the cush- 
ions with the muslin cover is important to 


PICTURE 

FRAME MOLDINGS 


Priced lower than the usual 
charges for lumber alone! 


Nothing to do but miter-cut, join and finish! These 
moldings are already rabbeted, and smoothly sanded 
. . . You can make a $15 or $20 frame for only 
a few dollars! Order today! We give quick service! 


Raw Oak lVa" molding 

Raw Oak 2 1 / 2 ” molding 

Raw Oak 31/4" molding 

Simulated Bamboo Molding 3/i" 

Wormy Chestnut 3Vi” 

Gold Metal Leaf 1" 

Gold Metal Leaf 2" 

Gold Metal Leaf 3" 

Gold Metal Leaf (3" DeLuxe) . . 
Gold Metal Leaf (4" DeLuxe) . . 

Black Poplar 1/2" 

Black Poplar 3/i" 

Black Poplar 1" 

Black Poplar 2" 

Mahogany fin. Poplar 1" 

Walnut fin. Poplar 1" 

Black with Gold Line 1/2 " .... 

Black with Gold Line 1" 

TuVay two way wormy chestnut 
31/2" which makes frames that 
can be used either shadow box 
or Pyramid style 


Doz. feet 
$1.50 
2.10 

2.75 
2.40 
3.03 
2.88 

5.76 

7.20 
12.00 
15.00 

.84 

1.20 
1.44 
2.88 
1.80 
1.80 
1.20 
2.16 


S3. 79 


100 feet 
S 1 1 .20 
15.60 
20.30 
18.00 
22.33 
22.00 

44.00 

54.00 

90.00 
1 12.50 

6.30 

9.00 

11.00 
22.00 
13.50 

13.50 
9.45 

16.50 


EXPRESS AND FREIGHT SHIPMENTS In 

lengths of approximately 12 feet. 


PARCEL POST SHIPMENTS can only be made In 
4 feet lengths maximum. 

(F.O.B. Baltimore) . Please specify shipping 
preference. 

INTERNATIONAL SALES CO. 

414 E. Baltimore St., Dept. HC, Baltimore 2, lYId. 



LEARN 

FURNITURE DESIGN! 


AT HOME . SPARE TIME! 

Furniture Design and Drafting of- 
fers wonderful opportunities for 
you. You can learn tpiickly through 
the famous Klok Home Study 
method. Klok graduates get and 
hold top positions. Course is sold 
on money-back guarantee. Write 
for free booklet — no obligation, 
of course. . 


KLOK 


rr %rr BOOKLET 
rKtt GIVES FULL 
| NF ormaTION 


INSTITUTE (Established 1929) f 
152 Louis SI., N.W. 

Grand Rapids 2, Michigan 



BARRON Drill Press TOOLS 



FOR WORKSHOP AND 
INDUSTRIAL USES... 

% Over 40 precision built woodwork- 
ing tools and accessories . . . Hi-Speed 
Router Bits— Rotary Surface Sanders 
ADrumSanders— SafetyShaperCutters 
—Dovetail Cutters— Large Auxiliary 
dotadv diiucd Metal Tables— All Metal Shaper Fences 
HU 1 a Hi planer _Spi ndl e Adapters-Handy B ench 
Vises. Many other items indispensable 
for accurate, useful, versatile workshop 
use. Every tool sold on complete satis- 
faction or your money back. 

See your Barron Dealer. / , 

. -- Ask for special folder— /i F P 

n n | v $0,50 “24 Extra Uses for Your ' 

’ ^complete Drill Press.” 

BARRON TOOL CO. INC. 

802 Architects Bldg., Detroit I, Mich. 


Planes • Rabbets 
Tenons • Panels 
Routs • Bovols 



JOINTER AND PLANER 


BLADE - SETTING 


MAGNA-SCT 



U.S. Pat. No. 
2,589,865 


Here is a simple yet very effec- 
tive method of setting Jointer and 
Planer blades. This method is des- 
tined to make obsolete the tedious 
and mechanically Inaccurate meth- 
ods commonly in use to-day. 


NOTE THESE ADVANTAGES 


An expert mechanic is not re- 
quired for setting blades. With 
Mugna-Set, anyone can do itl 

The necessity of tapping, prying 
and re-adjusting is entirely elim- 
inated! 


Use of Magna-Set constitutes a saving on material spoil- 
age and excessive and improper blade wear! 


Send Post Card for information to: 


MAGNA-SET COMPANY Dept. HC-10 

632 NEW HAVEN AVE. WOODMONT, CONN 
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THE HOME CRAFTSMAN 




prevent wrinkles and sags in the finish ma- 
teiial. I he finish material on the original 
sofa is a modern, rough-textured cotton 
in rich turquoise blue with a thin gold 
thread. About 4^" yards of 54" material 
are required to finish the cushion. The 
54 material is wide enough to fold com- 
pletely around the cushion. It is joined 
at the back by a standard 72" zipper. The 
ends of the cushion covers are made from 
separate narrow pieces. 


BILL OF MATERIALS 


Pcs. 

1 

2 

2 

2 

1 

1 

1 

3 

1 

1 

1 

2 

2 

2 

2 

38 


T. 

IX 
IX 
IX 
l X 
1 X 
IX 

l 

l'A 

1 

IX 

\u 

I X 

X 
M 
X 


L. 


IP 

3 G'-O" 
IX 6'-0" 
2X 12 % 
2 25 


17 
12 

G'-G” 

18 


Part 

Front support rail 
Back support rail 
Front arm supports 
Arms 

Back arm supports 
Front legs 
Back support 
Back legs 
Stretchers 
Back seat rail 
Back top member 
Seat front member 
Webbing strips 
Seat and back end members 
Webbing strips 
Webbing strips 
Spacers-wood, fiberboard or 
washers 
Dowel 
Dowel 

NOTE: All dimensions are in inches except where other* 
w lse specified. 4 dozen 2" No. 10 flathead wood screws! 
f l A No. 8 flathead wood screws; 5— IX No. 10 flat* 
Jrf t wood screws; 1 box No. 6 upholstering tacks’ 
05 It. 5% heavy webbing. 


wood 

work 

color 

here 


l 


2'A 24 
3 5'-oy 2 

2 6 '- 0 ¥ 
2X S'-W 
X S'-8 V 
2 Y-0 - 

X 5'-S* 
X 19 
X X 

H 24 
4 



Easily Painted Baseboard 

T HE problem of making a neat junction 
between floor paint of one color and 
baseboard paint of another color can be 
solved by cutting a shallow rabbet along 
the lower, outer edge of the baseboard. 
Dimensions of the rabbet are not particu- 
larly important, for its purpose is only to 
create a slightly overhang that conceals 
the paint junction: something like jV' or 
X A" x 34” usually will do. 

Paint the floor in the usual way and run 
the color up the rabbeted part of the base- 
board as far as the overhang. In painting 
the baseboard, it is easy to terminate the 
color in a sharp, straight line along the 
edge of the overhang, even if this edge 
has been rounded slightly by sanding. 
Running the floor color up the baseboard a 
short distance usually improves the ap- 
pearance of the room, and it makes the 
painting a lot easier. 

The mock-up in the photo shows how a 
rabbeted baseboard of 34" wood can be 
installed. No molding is indicated along 
the junction between baseboard and floor, 
but the rabbet could be extended upward 
enough to accommodate quarter-round and 
still provide the helpful overhang. In this 
case, the quarter-round would be painted 
the same color as the floor.— W. E. Burton 


NOW! Put up 
Plywood Panels 
Without Nails! 

It’s a revolutionary construc- 
tion technique! Made possible 
by a new adhesive .. .Weld- 
wood Contact Cement! Lets 
you put up plywood with ease. 
Ends nail-setting and puttying. 
No finishing unsightly nail- 
holes. You install the plywood 
panels directly to studs or fur- 
ring strips. Makes pre-finished 
plywood paneling more prac- 
tical than ever before! 




Weldwood Contact Cement 
bonds instantly without clamps 
or presses. 1001 uses in every 
home, shop, garage. For bond- 
ing wood, aluminum and other 
metals, cloth, felt, paper, 
leather, fiberglas, rubber. Won- 
derful for applying Micarta- 
without clamps or presses. 


NOW! A Special 
Weldwood®Glue 
for Hobbyists! 

It’s ready-to-use! 
It sets fast! It 
bonds like magic! 
It’s Weldwood 
Presto-Set* Glue! 
The first white 
glue worthy of the 
Weldwood name. 
Just brush or swab 
on. Bonds wood 
to wood . . wood 
to cloth... cloth to 
paper . . uphol- 

stery fabrics to 
wood . . . leather 
to leather . . ..many other uses. 
Jobs can often be worked in 
20 minutes after gluing. It 
forms a bond that stays strong. 
See how it speeds things 
around your workshop ... see 
how it handles toughest jobs 
like magic! 



Makes Glued 
Joints even 
Stronger than 
Wood! 

When your job demands pro- 
fessional results ... or where 
water-resistance is important 
• • . use the glue that profes- 
sional cabinetmakers love to 
use. . .Weldwood Plastic Resin 
Glue. It’s just about the best 
wood glue there is! Actually 
makes glued joints stronger 
than the wood itself! Grows 
even stronger with age. Highly 
water-resistant, stain and rot- 
proof. Spreads smoothly and 
easily. A little goes a long way. 
Where quality counts most, 
there’s no sub- 
stitute for 
Weldwood 
Plastic Resin 
Glue — de- 
servedly 
America’s 
largest selling 
wood glue. 


Make Inexpensive 
Plywood Look 
Rich and Costly! 

Here’s the easy 
. way to “tame 
p wild grain” on 
fir plywood 
stain jobs... and 
get the appear- 
ance of expen- 
sive woods. 
Start with a base coat of Clear 
Firzite®! Subdues wavy grain. 
Helps end grain raise and 
checking. For oak, walnut, or 
mahogany stains, add colors- 
in-oil. 




Woldwood Glues 
— First Choi<£ 
of Professionals! 

Industrial woodworkers, 
builders and professional 
cabinetmakers know their 
very reputations are at stake, 
every time they do a job. So 
for them, only the best is gootf 
enough . . and the best in 
glues are Weldwood Glues. 
That’s why so many “pros” 
will use no glue unless it bears 
the Weldw<tod name. You too 
can use thAjhies that protect 
the repula t^Ls of the profes- 
sionals,/ MAzlives v/Vieh in- 


How to Get that 
"Woodsy" Blond 
or Pickled Effect I 

Blond, pickled 
or wiped effects^ 
are really popu-V 
lar. Get them 
easily on any 
kind of wood, 
without a 
“painty” or arti- 
ficial look-with White Firzite. 
It brings out the handsome 
“woodsy” quality. For tinted 
effects add colors-in-oil. (On 
soft wood or fir plywood paint 
jobs, White Firzite as an 
undercoater helps prevent 
grain raise and checking.) 





Quick Way to 
Accent Natural 
Beauty of 
all Woods ! 

Apply Satinlac® 
, a rich satiny 
effect which 
wears well and 
is easily main- 
tained. The full 
beauty of the 
wood grain is 
accentuated and protected! 
Won’t discolor with age. Dries 
so quickly, it’s ready for the 
next coat in 3 or 4 hours. 



Weldwood Glues. ..Satinla 
• ••Firzite are available 
all hardware, lumber an 
paint dealers. 


repuT^^v arc~ai| 
stake, every time! 
they do a job. Sol 
for them, only the| 
best is goodj 


m ^ ^ *Tradema 

UNITED STATES PLYWOOD CORPORATION™ 

Dept. 58. 55 West 44th St. 

New York 36, N. Y. 

Send me leaflets on: 

□ Weldwood Plastic Resin Glue □ Satinlac 

□ Weldwood Presto-Set Glue Q Firzite 

□ Weldwood Contact Cement 

NAME 

ADDRESS _____ 


enough... and the, CITY ZONE STATE- 


September-OCTOBER, 1955 
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